
MEASURING  INSTRUMENT TECHNOLOGY PTE LTD
TEL :  65 6275-6966          FAX: 65 6275-6977
EMAIL : sales@mit-sg.com
 WEBSITE: http://www.mit-sg.com

SPE C I F I CATI O N S
Numerical Display 4 digital liquid crystal display

Measurement Range -200ºC ~ 1370ºC

Resolution
-200ºC ~ 200ºC 0.1ºC; 200ºC ~ 1370ºC 1ºC
 Maximum Voltage at Thermocouple Input:
 60V DC, or 24 Vrms AC is greater

Environmental

 Operating Temperature and Humidity:
 0ºC ~ 50ºC; 0 ~ 80% RH
 Storage Temperature and Humidity:
 -10ºC to 60ºC; 0 ~ 80% RH
  Altitude up to 2000 meters

Accuracy: at (23 ± 5ºC)

Range   Accuracy

-200ºC ~ 200ºC ± (0.3% reading + 1ºC)

200ºC ~ 400ºC ± (0.5% reading + 1ºC)

400ºC ~ 1370ºC ± (0.3% reading + 1ºC)

TYPE  K THERMOMETER

FEATURES:
*Rugged design for field use
*Good Accuracy
*High measuring range
*Type “K” Thermocouple input

Power requirement:
9 Volt Battery, NEDA 1604 or JIS 006P or IEC6F22
Battery Life:
Approx.100 hrs with alkaline battery
AC Adapter : 9VDC +/- 15% 100mA
Plug Diameter : 3.5x1.35mm

Digital Handheld Thermometer 


